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NS-Series

Horn mounted inside scoreboard.

Multisport
Scoreboards

The NSxx30/31 model is an indoor multi sport scoreboard.
This makes it a very common used scoreboard in sport halls
where different kind of sports are played.

All systems have a last minute count-down mode in tenths of
seconds, as well as digital timeout timers. Each scoreboard
features a digital time-of-day clock, when scoreboard is not in
use for a game.

Up to 9 scoreboards can be operated from one control panel.
Four-sided scoreboards are also delivered on request, and in
most cases custom requirements can be accommodated.

The scoreboard is easy to install, mounting brackets are
supplied with every system.

Every scoreboard produced by Nautronic a/s is a high quality
product and has gone through rigorous testing before leaving
the factory and being shipped off to its destination anywhere in
the world.
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1. Unscrew the 3 screws in the left side of the 
scoreboard. Remove the frontplate list.

2. The horn is mostly mounted in the upper 
scoreboard section (Score).
Slide the frontplate to the left to 
gain access to the horn

3. Loosen the nut securing the horn and
remove nut and washer.

4. Disconnect the cable shoes and mount the
new horn.
Assemble the board in reverse order.

Horn mounted outside scoreboard.

1. The horn is placed in the upper right corner

2 Loosen the nut securing the horn and 
remove the nut and wascher.

If the defective horn has short circuited, 
the fuse F3 on the CB is burned.
Replace the fuse with a 3.15AT.

3. Disconnect the cable shoes and mount
the new horn in reverse order. 

92037201 = 420Hz
Attack time on shot-clock

92037200 = 335Hz
Gametime on scoreboard

Horn replacement
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